
 

Certified by   Calculated according to EN ISO 10077-2 
 

Uf-value blyweert aluminium 

Uf Themis HI 
 

 

Buitenkader  -  Dormant  -  Fixed frame 

W/m²K P-07-A100 P-07-A110 
 1.72 1,48 

 

T-profielen  -  Traverse  -  Transom 

W/m²K P-07-A300  P-07-A305 
(+P-07-500)

 1.56 1.56 
 

 

Buitenkader/vleugel  -  Dormant/ouvrant  -  Fixed frame/vent 

W/m²K P-07-A210 P-07-A213 
P-07-A100 1.89 1.82 
P-07-A110 1.69 1.67 

 

 

Stolpraam  -  Mauclair  -  Double casement 

W/m²K P-07-A210 P-07-A213 
 1.85 1.79 

 

 

T-profiel/1 vleugel  - Traverse/1 ouvrant  -  Transom/1 vent 

W/m²K P-07-A210 P-07-A213 
P-07-A300 1.88 1.81 

P-07-A305 (+P-07-500) 1.88 1.81 
 

 

T-profiel/2 vleugels  - Traverse/2 ouvrants  -  Transom/2 vents 

W/m²K P-07-A210 P-07-A213 
P-07-A300 1.91 1.79 

P-07-A305 (+P-07-500) 1.91 1.79 
 


